




We innovate with purpose, 
turning ideas into practical 
solutions that shape the 
future of infrastructure.

Exceeding customer 
expectations isn’t just a 
goal- it’s our standard.

Delivering precision 
manufacturing and engineering 
solutions with over six decades of 
trusted expertise.

Our Market 
Focus

Our Customer
Commitment

Innovation
Driven
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TAPP sports lighting poles are built to provide 
dependable illumination for athletic facilities of any 
scale while supporting high-performance lighting 
systems. From community complexes to professional 
stadiums, our engineered solutions offer the structural 
integrity and durability needed for long-term operation.

Sport Lighting
Solutions
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High-Performance Lighting for Sports Venues
Enhancing Visibility, Performance, and Safety

Sports Lighting Poles

Appropriate sports lighting is essential for creating safe, high-performance environments where 
athletes, officials, and spectators can enjoy optimal visibility. Whether for professional stadiums, 
community sports complexes, or recreational fields, well-designed lighting systems improve 
gameplay, enhance the spectator experience, and support safe operation during evening events.

TAPP Sports lighting poles are engineered to support high-output luminaires at elevated 
mounting heights, providing uniform illumination across large playing surfaces. Their structural 
integrity allows them to withstand demanding environmental conditions while maintaining 
precise fixture alignment for optimal light distribution.

Properly designed sports lighting systems reduce glare, minimize light spill, and improve visual 
comfort for players and spectators alike. Selecting the appropriate pole height, foundation, and 
fixture arrangement ensures compliance with lighting standards, maximizes energy efficiency, 
and delivers long-lasting performance.

Sports Lighting Pole Configuration

The ideal pole configuration depends on the size of the venue, the level of competition, the 
required illumination levels, and the selected lighting equipment. Pole height, fixture quantity, 
and aiming angles must work together to achieve uniform light coverage, minimize shadows, and 
provide excellent visibility throughout the playing area.

TAPP sports lighting poles offer reliable structural performance, simplified maintenance, and 
durable service life, making them a dependable solution for athletic facilities of every scale.
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# Item Shaft Base Plate Anchor Bolts Cross Arm Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number Base O.D. Top O.D. Wall Thk.*** Bolt Circle Plate Plate Thk. Dia x Lgth. Length Luminaries Wind 
velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
ONE CROSS ARM CONFIGURATION ONE CROSS ARM CONFIGURATION

1 50 16fft-SP-50120H-1 18.50 11.50 A 22.00 26.00

2.00

(8) 1.5 x 4.5

(1) 16.5

2796

6

18 390

120

4
2 55 16fft-SP-55120H-1 18.25 15.10 A & A 3025

33 60 16fft-SP-60120H-1 18.00 14.85

B & A

22.25 27.00 3285 24 520
4 65 16fft-SP-65120H-1 19.50 10.90 23.75 28.50 3701 21 455
5 70 16fft-SP-70120H-1 21.00 11.70 25.25 30.00

(8) 1.75 x 7
4366 18 390

6 75 16fft-SP-75120H-1 23.00 13.00 27.25 32.00 4937 30 650

2

7 80 16fft-SP-80120H-1 24.50 13.80 28.75 33.50 5461 21 455
8 85 16fft-SP-85120H-1 23.50 12.10 C & A 28.25

(8) 2 x 7

5860 18 3909 90 16fft-SP-90120H-1 21.75 15.67 D & A & A 26.75 32.00

2.50

5938
10 95 16fft-SP-95120H-1 23.00 16.95 A & A & A 28.00 33.25 5834 24 520
11 100 16fft-SP-100120H-1 24.50 18.04

D & A & A

29.50 34.75 7007

390
12 105 16fft-SP-105120H-1 26.00 18.80 31.00 36.25 7618

18 113 110 16fft-SP-110120H-1 28.00 20.10 33.00 38.25
(10) 2 x 7

8724
14 115 16fft-SP-115120H-1 29.50 20.86 34.50 39.75 2.75 9316
15 120 16fft-SP-120120H-1 32.00 21.76 37.00 42.25 10650

Included Not included
• Base Covers.
• Lighting fixtures.
• Nut Covers.

What’s Include in Each Pole Package

Paint: PSX 700 (PSG)
PER AGA SPECIFICATIONS SECTION 09900 
PREPARING HOT DIP GALV. SURFACES FOR 
PAINTING

Safety Climb (without harness), if applicable 
please request a quote.

Optional

# Item Shaft Base Plate Anchor Bolts Cross Arm Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.*** Bolt Circle Plate Plate Thk. Dia x Lgth. Length Luminaries Wind 

velocity Quantities
(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)

ONE CROSS ARM CONFIGURATION ONE CROSS ARM CONFIGURATION
1 50 16fft-SP-50120H-1 18.50 11.50 A 22.00 26.00

2.00

(8) 1.5 x 4.5

(1) 16.5

2796

6

18 390

120

4
2 55 16fft-SP-55120H-1 18.25 15.10 A & A 3025

33 60 16fft-SP-60120H-1 18.00 14.85

B & A

22.25 27.00 3285 24 520
4 65 16fft-SP-65120H-1 19.50 10.90 23.75 28.50 3701 21 455
5 70 16fft-SP-70120H-1 21.00 11.70 25.25 30.00

(8) 1.75 x 7
4366 18 390

6 75 16fft-SP-75120H-1 23.00 13.00 27.25 32.00 4937 30 650

2

7 80 16fft-SP-80120H-1 24.50 13.80 28.75 33.50 5461 21 455
8 85 16fft-SP-85120H-1 23.50 12.10 C & A 28.25

(8) 2 x 7

5860 18 390
9 90 16fft-SP-90120H-1 21.75 15.67 D & A & A 26.75 32.00

2.50

5938
10 95 16fft-SP-95120H-1 23.00 16.95 A & A & A 28.00 33.25 5834 24 520
11 100 16fft-SP-100120H-1 24.50 18.04

D & A & A

29.50 34.75 7007

390
12 105 16fft-SP-105120H-1 26.00 18.80 31.00 36.25 7618

18 113 110 16fft-SP-110120H-1 28.00 20.10 33.00 38.25
(10) 2 x 7

8724
14 115 16fft-SP-115120H-1 29.50 20.86 34.50 39.75 2.75 9316
15 120 16fft-SP-120120H-1 32.00 21.76 37.00 42.25 10650

Nomenclature
H: Heavy Duty *** Wall Thickness

(in.) Nom
0.1875 A

0.21875 B
0.2500 C
0.3125 D
0.3750 E

• 16 Sides Taper Shaft.
• Base Plate.
• Step bolts and step clips.
• (8 or 10) Anchor Bolts.
• (2) Templates.
• (1) Top Cover.
• (1) 16.5 ft Cross Arm for 6 Luminaires.
• (1) Mounting bracket.
• (4)Cross Arm hardware (Heavy hex bolt (HDG) Ø3/4"-10UNC 

x 2 1/2" LG. ASTM F3125 GR A325 TP 1 with one (1) heavy hex 
nuts/ two (2) flat washers.

• (2) Hand Hole (2" x 4", 3" x 5", 4" x 6" or 6" x 9"), as applicable.
• (2) J Hook 3/8" x 3 3/4" Std
• (2) Standard Grounding Tab 1" x 4".
• Jacking Nuts 1" (if applicable)
• Galvanized.

Sport Lighting   16 Sided Tables
One Cross Arm Configuration
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• 16 Sides Taper Shaft.
• Base Plate.
• Step bolts and step clips.
• (8, 10 or 12) Anchor Bolts.
• (2) Templates.
• (1) Top Cover.
• (2) 16.5 ft Cross Arm for 6 Luminaires.
• (2) Mounting bracket.
• (8) Cross Arm hardware (Heavy hex bolt (HDG) 

Ø3/4"-10UNC x 2 1/2" LG. ASTM F3126 GR A325 TP 1 with one 
(1) heavy hex nuts/ two (2) flat washers)

• (3) Hand Hole (2" x 4", 3" x 5", 4" x 6" or 6" x 9"), as applicable.
• (3) J Hook 3/8" x 3 3/4" Std
• (2) Standard Grounding Tab 1" x 4".
• Jacking Nuts 1" (if applicable)
• Galvanized.

Included Not included
• Base Covers.
• Lighting fixtures.
• Nut Covers.

What’s Include in Each Pole Package

Paint: PSX 700 (PSG)
PER AGA SPECIFICATIONS SECTION 09900 
PREPARING HOT DIP GALV. SURFACES FOR 
PAINTING

Safety Climb (without harness), if applicable 
please request a quote.

Optional

Nomenclature
H: Heavy Duty

# Item Shaft Base Plate Anchor Bolts Cross Arm
Structural 

Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.*** Bolt Circle Plate Plate Thk. Dia x Lgth. Length Luminaries Wind 

velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
TWO CROSS ARM CONFIGURATION TWO CROSS ARM CONFIGURATION

16 50 16fft-SP-50120H-2 20.00 17.20 B & A 23.50 27.75

2.00

(8) 1.75 x 7

(2) 16.5

5132

6 36 780 120

3
17 55 16fft-SP-55120H-2 19.50 16.31 28.50 (8) 2 x 7 5831

2

18 60 16fft-SP-60120H-2 21.00 17.82

C & A

23.00 30.00 6295
19 65 16fft-SP-65120H-2 22.75 14.15 20.50 31.75

(10) 2 x 7

7027
20 70 16fft-SP-70120H-2 24.00 14.70 20.00 34.00 7222
21 75 16fft-SP-75120H-2 25.50 15.50 19.75 35.50 2.25 8002
22 80 16fft-SP-80120H-2 27.00 16.30 21.50 37.00 9132
23 85 16fft-SP-85120H-2 25.50 14.10 D & A 20.75 35.75 2.50

(10) 2.25 x 7.5

10161
24 90 16fft-SP-90120H-2 27.00 21.03

D & A & A

20.50 37.25 10598

1

25 95 16fft-SP-95120H-2 28.50 22.53 22.75 38.75

2.75

11337
26 100 16fft-SP-100120H-2 30.00 23.43 21.50 40.25 12410
27 105 16fft-SP-105120H-2 31.00 23.73 42.25

(12) 2.25 x 7.5

13694
28 110 16fft-SP-110120H-2 33.25 25.31 24.00 44.50 14594
29 115 16fft-SP-115120H-2 34.25 25.55 22.75 15583
30 120 16fft-SP-120120H-2 36.00 25.83 47.25 3.00 16685

# Item Shaft Base Plate Anchor Bolts Cross Arm
Structural 

Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.*** Bolt Circle Plate Plate Thk. Dia x Lgth. Length Luminaries Wind 

velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
TWO CROSS ARM CONFIGURATION TWO CROSS ARM CONFIGURATION

16 50 16fft-SP-50120H-2 20.00 17.20 B & A 23.50 27.75

2.00

(8) 1.75 x 7

(2) 16.5

5132

6 36 780 120

3
17 55 16fft-SP-55120H-2 19.50 16.31 28.50 (8) 2 x 7 5831

2

18 60 16fft-SP-60120H-2 21.00 17.82

C & A

23.00 30.00 6295
19 65 16fft-SP-65120H-2 22.75 14.15 20.50 31.75

(10) 2 x 7

7027
20 70 16fft-SP-70120H-2 24.00 14.70 20.00 34.00 7222
21 75 16fft-SP-75120H-2 25.50 15.50 19.75 35.50 2.25 8002
22 80 16fft-SP-80120H-2 27.00 16.30 21.50 37.00 9132
23 85 16fft-SP-85120H-2 25.50 14.10 D & A 20.75 35.75 2.50

(10) 2.25 x 7.5

10161
24 90 16fft-SP-90120H-2 27.00 21.03

D & A & A

20.50 37.25 10598

1

25 95 16fft-SP-95120H-2 28.50 22.53 22.75 38.75

2.75

11337
26 100 16fft-SP-100120H-2 30.00 23.43 21.50 40.25 12410
27 105 16fft-SP-105120H-2 31.00 23.73 42.25

(12) 2.25 x 7.5

13694
28 110 16fft-SP-110120H-2 33.25 25.31 24.00 44.50 14594
29 115 16fft-SP-115120H-2 34.25 25.55 22.75 15583
30 120 16fft-SP-120120H-2 36.00 25.83 47.25 3.00 16685

Sport Lighting   16 Sided Tables
Two Cross Arm Configuration
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0.21875 B
0.2500 C
0.3125 D
0.3750 E
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• 16 Sides Taper Shaft.
• Base Plate.
• Step bolts and step clips.
• (8, 10 or 12) Anchor Bolts.
• (2) Templates.
• (1) Top Cover.
• (3) 16.5 ft Cross Arm for 6 Luminaires.
• (3) Mounting bracket.
• (12) Cross Arm hardware (Heavy hex bolt (HDG) 

Ø3/4"-10UNC x 2 1/2" LG. ASTM F3125 GR A325 TP 1 with one 
(1) heavy hex nuts/ two (2) flat washers)

• (4) Hand Hole (2" x 4", 3" x 5", 4" x 6" or 6" x 9"), as applicable.
• (4) J Hook 3/8" x 3 3/4" Std
• (2) Standard Grounding Tab 1" x 4".
• Jacking Nuts 1" (if applicable)
• Galvanized.

Included Not included
• Base Covers.
• Lighting fixtures.
• Nut Covers.

What’s Include in Each Pole Package

Nomenclature
H: Heavy Duty

Paint: PSX 700 (PSG)
PER AGA SPECIFICATIONS SECTION 09900 
PREPARING HOT DIP GALV. SURFACES FOR 
PAINTING

Safety Climb (without harness), if applicable 
please request a quote.

Optional

# Item Shaft Base Plate Anchor Bolts Cross Arm
Structural 

Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.*** Bolt Circle Plate Plate Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
THREE CROSS ARM CONFIGURATION THREE CROSS ARM CONFIGURATION

31 50 16fft-SP-50120H-3 23.00 16.50 B & A
31.00

32.00 2.00 (8) 1.75 x 7

(3) 16.5

4598

6 54 1170 120

2

32 55 16fft-SP-55120H-3 22.50 15.30 C & A 32.50 4922
33 60 16fft-SP-60120H-3 21.50 13.60

D & A

30.75 2.25 (8) 2 x 7 5427
34 65 16fft-SP-65120H-3 22.75 14.15

26.75
33.00

2.50
(10) 1.75 x 7 6025

35 70 16fft-SP-70120H-3 24.00 14.70 34.25 (8) 2 x 7 6334
36 75 16fft-SP-75120H-3 25.50 15.50 35.75

(10) 2 x 7

7160
37 80 16fft-SP-80120H-3 27.00 16.30 28.50 37.00 2.25 7825

1

38 85 16fft-SP-85120H-3 28.50 17.10 27.50 38.75

2.75

8724
39 90 16fft-SP-90120H-3 30.00 18.40

D & A & A
40.25 9108

40 95 16fft-SP-95120H-3 32.00 19.70 28.50 43.50

(10) 2.25 x 7.5

10284
41 100 16fft-SP-100120H-3 33.50 20.50 44.75 10978
42 105 16fft-SP-105120H-3 31.00 17.36

E & B & A

28.50 42.50 3.25 11568
43 110 16fft-SP-110120H-3 33.25 18.91 29.75 44.75

3.50
12781

44 115 16fft-SP-115120H-3 34.50 19.46 29.25 46.00 (12) 2.25 x 7.5 13759
45 120 16fft-SP-120120H-3 36.00 20.26 47.50 17426

# Item Shaft Base Plate Anchor Bolts Cross Arm
Structural 

Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.*** Bolt Circle Plate Plate Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
THREE CROSS ARM CONFIGURATION THREE CROSS ARM CONFIGURATION

31 50 16fft-SP-50120H-3 23.00 16.50 B & A
31.00

32.00 2.00 (8) 1.75 x 7

(3) 16.5

4598

6 54 1170 120

2

32 55 16fft-SP-55120H-3 22.50 15.30 C & A 32.50 4922
33 60 16fft-SP-60120H-3 21.50 13.60

D & A

30.75 2.25 (8) 2 x 7 5427
34 65 16fft-SP-65120H-3 22.75 14.15

26.75
33.00

2.50
(10) 1.75 x 7 6025

35 70 16fft-SP-70120H-3 24.00 14.70 34.25 (8) 2 x 7 6334
36 75 16fft-SP-75120H-3 25.50 15.50 35.75

(10) 2 x 7

7160
37 80 16fft-SP-80120H-3 27.00 16.30 28.50 37.00 2.25 7825

1

38 85 16fft-SP-85120H-3 28.50 17.10 27.50 38.75

2.75

8724
39 90 16fft-SP-90120H-3 30.00 18.40

D & A & A
40.25 9108

40 95 16fft-SP-95120H-3 32.00 19.70 28.50 43.50

(10) 2.25 x 7.5

10284
41 100 16fft-SP-100120H-3 33.50 20.50 44.75 10978
42 105 16fft-SP-105120H-3 31.00 17.36

E & B & A

28.50 42.50 3.25 11568
43 110 16fft-SP-110120H-3 33.25 18.91 29.75 44.75

3.50
12781

44 115 16fft-SP-115120H-3 34.50 19.46 29.25 46.00 (12) 2.25 x 7.5 13759
45 120 16fft-SP-120120H-3 36.00 20.26 47.50 17426

Sport Lighting   16 Sided Tables
Three Cross Arm Configuration

*** Wall Thickness
(in.) Nom

0.1875 A
0.21875 B
0.2500 C
0.3125 D
0.3750 E
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• 16 Sides Taper Shaft.
• Base Plate.
• Step bolts and step clips.
• (8, 10 or 12) Anchor Bolts.
• (2) Templates.
• (1) Top Cover.
• (4) 16.5 ft Cross Arm for 6 Luminaires.
• (4) Mounting bracket.
• (16)Cross Arm hardware (Heavy hex bolt (HDG) Ø3/4"- 

10UNC x 2 1/2" LG. ASTM F3125 GR A325 TP 1 with one (1) 
heavy hex nuts/ two (2) flat washers).

• (5) Hand Hole (2" x 4", 3" x 5", 4" x 6" or 6" x 9"), as applicable.
• (5) J Hook 3/8" x 3 3/4" Std
• (2) Standard Grounding Tab 1" x 4".
• Jacking Nuts 1" (if applicable)
• Galvanized.

Included Not included
• Base Covers.
• Lighting fixtures.
• Nut Covers.

What’s Include in Each Pole Package

Nomenclature
H: Heavy Duty

Paint: PSX 700 (PSG)
PER AGA SPECIFICATIONS SECTION 09900 
PREPARING HOT DIP GALV. SURFACES FOR 
PAINTING

Safety Climb (without harness), if applicable 
please request a quote.

Optional

# Item Shaft Base Plate Anchor Bolts Cross Arm

Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number Base O.D. Top O.D. Wall Thk.*** Bolt Circle Plate Plate Thk. Dia x Lgth. Length Luminaries Wind 
velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
FOUR CROSS ARM CONFIGURATION FOUR CROSS ARM CONFIGURATION

46 50 16fft-SP-50120H-4 23.50 17.00 C & A 23.50 32.50 2.00 (8) 1.75 x 7

(4) 16.5

5132

6 72 1560 120

2
47 55 16fft-SP-55120H-4 22.50 15.30 D & A 32.75 2.50 (8) 2 x 7 5831
48 60 16fft-SP-60120H-4 24.00 16.10 23.00 33.25 6295 1
49 65 16fft-SP-65120H-4 23.00 14.40

E & A

20.50 32.75 2.75

(10) 2 x 7

7027
50 70 16fft-SP-70120H-4 24.00 14.70 20.00 34.25

3.00
7222

251 75 16fft-SP-75120H-4 25.50 15.50 19.75 35.75 8002
52 80 16fft-SP-80120H-4 27.00 16.30 21.50 37.25 9132
53 85 16fft-SP-85120H-4 28.50 17.10 20.75 40.00

3.25 (10) 2.25 x 7.5

10161

1

54 90 16fft-SP-90120H-4 30.00 18.46

E & B & A

20.50 41.50 10598
55 95 16fft-SP-95120H-4 31.50 19.26 22.75 43.00 11337
56 100 16fft-SP-100120H-4 33.50 20.56 21.50 45.00

3.50

12410
57 105 16fft-SP-105120H-4 35.00 21.36 46.50

(12) 2.25 x 7.5

13694
58 110 16fft-SP-110120H-4 36.50 22.16 24.00 48.00 14594
59 115 16fft-SP-115120H-4 37.50 22.46 22.75 49.00 15583
60 120 16fft-SP-120120H-4 38.50 22.83 E & C & A 22.25 50.00 3.75 16685

# Item Shaft Base Plate Anchor Bolts Cross Arm

Structural 
Weight

Design Properties Minimum Purchase

Item Nom. Mntg. 
Height Catalog Number Base O.D. Top O.D. Wall Thk.*** Bolt Circle Plate Plate Thk. Dia x Lgth. Length Luminaries Wind 

velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
FOUR CROSS ARM CONFIGURATION FOUR CROSS ARM CONFIGURATION

46 50 16fft-SP-50120H-4 23.50 17.00 C & A 23.50 32.50 2.00 (8) 1.75 x 7

(4) 16.5

5132

6 72 1560 120

247 55 16fft-SP-55120H-4 22.50 15.30 D & A 32.75 2.50 (8) 2 x 7 5831
48 60 16fft-SP-60120H-4 24.00 16.10 23.00 33.25 6295 149 65 16fft-SP-65120H-4 23.00 14.40

E & A

20.50 32.75 2.75

(10) 2 x 7

7027
50 70 16fft-SP-70120H-4 24.00 14.70 20.00 34.25

3.00
7222

251 75 16fft-SP-75120H-4 25.50 15.50 19.75 35.75 8002
52 80 16fft-SP-80120H-4 27.00 16.30 21.50 37.25 9132
53 85 16fft-SP-85120H-4 28.50 17.10 20.75 40.00

3.25 (10) 2.25 x 7.5

10161

1

54 90 16fft-SP-90120H-4 30.00 18.46

E & B & A

20.50 41.50 10598
55 95 16fft-SP-95120H-4 31.50 19.26 22.75 43.00 11337
56 100 16fft-SP-100120H-4 33.50 20.56 21.50 45.00

3.50

12410
57 105 16fft-SP-105120H-4 35.00 21.36 46.50

(12) 2.25 x 7.5

13694
58 110 16fft-SP-110120H-4 36.50 22.16 24.00 48.00 14594
59 115 16fft-SP-115120H-4 37.50 22.46 22.75 49.00 15583
60 120 16fft-SP-120120H-4 38.50 22.83 E & C & A 22.25 50.00 3.75 16685

Sport Lighting   16 Sided Tables
Four Cross Arm Configuration
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*** Wall Thickness
(in.) Nom

0.1875 A
0.21875 B
0.2500 C
0.3125 D
0.3750 E

per arm



# Item Shaft Base Plate Anchor Bolts Cross Arm
Structural 

Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.

*** Bolt Circle Plate Plate 
Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
ONE CROSS ARM CONFIGURATION ONE CROSS ARM CONFIGURATION

1
50

SP-50120H-1 11.75 4.75
A

15.50 17.00
1.75 (4) 1.5 x 4.5

(1) 16.5

1801

6 18 390

120

6

2 SP-50110M-1 11.25 4.25 15.00 16.75 1736 110
3 SP-50100L-1 11.25 4.50 1750 100
4 55 SP-55120H-1 19.00 11.80 A & A 22.75 26.75

2.00 (8) 1.75 x 7

3376

120

5 60 SP-60120H-1 16.50 8.60 C & A 21.00 25.75 3366
6 65 SP-65120H-1 16.00 7.40

D & A

20.50 25.25 3589
7 70 SP-70120H-1 17.00 7.70 22.00 27.25 3936
8 75 SP-75120H-1 17.50 7.50 26.75 4200 4
9 80 SP-80120H-1 19.00 8.30 24.00 29.25 4767 2
10 85 SP-85120H-1 24.25 12.85 C & A 28.50 33.25 5805 6

# Item Shaft Base Plate Anchor Bolts Cross Arm
Structural 

Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.

*** Bolt Circle Plate Plate 
Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
ONE CROSS ARM CONFIGURATION ONE CROSS ARM CONFIGURATION

1
50

SP-50120H-1 11.75 4.75
A

15.50 17.00
1.75 (4) 1.5 x 4.5

(1) 16.5

1801

6 18 390

120

6

2 SP-50110M-1 11.25 4.25 15.00 16.75 1736 110
3 SP-50100L-1 11.25 4.50 1750 100
4 55 SP-55120H-1 19.00 11.80 A & A 22.75 26.75

2.00 (8) 1.75 x 7

3376

120

5 60 SP-60120H-1 16.50 8.60 C & A 21.00 25.75 3366
6 65 SP-65120H-1 16.00 7.40

D & A

20.50 25.25 3589
7 70 SP-70120H-1 17.00 7.70 22.00 27.25 3936
8 75 SP-75120H-1 17.50 7.50 26.75 4200 4
9 80 SP-80120H-1 19.00 8.30 24.00 29.25 4767 2
10 85 SP-85120H-1 24.25 12.85 C & A 28.50 33.25 5805 6

Included Not included
• Base Covers.
• Lighting fixtures.
• Nut Covers.

What’s Include in Each Pole Package

Nomenclature
H: Heavy Duty
M: Medium Duty
L: Light Duty

• Round Taper Shaft.
• Base Plate.
• Step bolts and step clips.
• (4 or 8) Anchor Bolts.
• (2) Templates.
• (1) Top Cover.
• (1) 16.5 ft Cross Arm for 6 Luminaries.
• (1) Mounting bracket.
• (4) Cross Arm hardware (Heavy hex bolt (HDG) Ø3/4"- 

10UNC x 2 1/2" LG. ASTM F3125 GR A325 TP 1 with one (1) 
heavy hex nuts/ two (2) flat washers)

• (2) Hand Hole (2" x 4", 3" x 5", 4" x 6" or 6" x 9"), as applicable.
• (2) J Hook 3/8" x 3 3/4" Std
• (2) Standard Grounding Tab 1" X 4".
• Jacking Nuts 1" (if applicable)
• Galvanized.

Paint: PSX 700 (PSG)
PER AGA SPECIFICATIONS SECTION 09900 
PREPARING HOT DIP GALV. SURFACES FOR 
PAINTING

Safety Climb (without harness), if applicable 
please request a quote.

Optional

*** Wall Thickness
(in.) Nom

0.1875 A
0.21875 B
0.2500 C
0.3125 D
0.3750 E
0.4375 F

One Cross Arm Configuration
Sport Lighting   Round Taper
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# Item Shaft Base Plate Anchor Bolts Cross Arm Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.

*** Bolt Circle Plate Plate 
Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
TWO CROSS ARM CONFIGURATION                                                                TWO CROSS ARM CONFIGURATION                                                                

11
50

SP-50120H-2 15.00 8.00
A

19.25 19.75 2.25
(4) 1.75 x 7

(2) 16.5

2692

6 36 780

120

6
12 SP-50110M-2 14.00 7.00 18.25 19.00

2.00

2543 110
13 SP-50100L-2 13.00 6.00 17.25 18.25 2401 100
14 55 SP-55120H-2 19.75 12.55 C & A 24.25 29.00

(8) 1.75 x 7
4131

120

15 60 SP-60120H-2 19.00 11.10

D & A

24.00 29.25 4407
16 65 SP-65120H-2 20.00 11.40 24.50 4700 3
17 70 SP-70120H-2 21.25 11.95 26.25 31.50

(8) 2 x 7

5290
18 75 SP-75120H-2 22.50 12.50 27.50 32.75

2.25
5886 6

19 80 SP-80120H-2 24.00 13.30 29.00 34.25 6543 1
20 85 SP-85120H-2 25.50 14.10 30.50 35.75 7247

# Item Shaft Base Plate Anchor Bolts Cross Arm Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.

*** Bolt Circle Plate Plate 
Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
TWO CROSS ARM CONFIGURATION                                                                TWO CROSS ARM CONFIGURATION                                                                

11
50

SP-50120H-2 15.00 8.00
A

19.25 19.75 2.25
(4) 1.75 x 7

(2) 16.5

2692

6 36 780

120

6
12 SP-50110M-2 14.00 7.00 18.25 19.00

2.00

2543 110
13 SP-50100L-2 13.00 6.00 17.25 18.25 2401 100
14 55 SP-55120H-2 19.75 12.55 C & A 24.25 29.00

(8) 1.75 x 7
4131

120

15 60 SP-60120H-2 19.00 11.10

D & A

24.00 29.25 4407
16 65 SP-65120H-2 20.00 11.40 24.50 4700 3
17 70 SP-70120H-2 21.25 11.95 26.25 31.50

(8) 2 x 7

5290
18 75 SP-75120H-2 22.50 12.50 27.50 32.75

2.25
5886 6

19 80 SP-80120H-2 24.00 13.30 29.00 34.25 6543 1
20 85 SP-85120H-2 25.50 14.10 30.50 35.75 7247

Included Not included:
• Base Covers.
• Lighting fixtures.
• Nut Covers.

What’s Include in Each Pole Package

Nomenclature:
H: Heavy Duty
M: Medium Duty
L: Light Duty

• Round Taper Shaft.
• Base Plate.
• Step bolts and step clips.
• (4 or 8) Anchor Bolts.
• (2) Templates.
• (1) Top Cover.
• (2) 16.5 ft Cross Arm for 6 Luminaries.
• (2) Mounting bracket.
• (8) Cross Arm hardware (Heavy hex bolt (HDG) Ø3/4"- 

10UNC x 2 1/2" LG. ASTM F3125 GR A325 TP 1 with one (1) 
heavy hex nuts/ two (2) flat washers)

• (3) Hand Hole (2" x 4", 3" x 5", 4" x 6" or 6" x 9"), as applicable.
• (3) J Hook 3/8" x 3 3/4" Std
• (2) Standard Grounding Tab 1" X 4".
• Jacking Nuts 1" (if applicable)
• Galvanized.

Paint: PSX 700 (PSG)
PER AGA SPECIFICATIONS SECTION 09900 
PREPARING HOT DIP GALV. SURFACES FOR 
PAINTING

Safety Climb (without harness), if applicable 
please request a quote.

Optional

*** Wall Thickness
(in.) Nom

0.1875 A
0.21875 B
0.2500 C
0.3125 D
0.3750 E
0.4375 F

Two Cross Arm Configuration
Sport Lighting   Round Taper
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# Item Shaft Base Plate Anchor Bolts Cross Arm Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.

*** Bolt Circle Plate Plate 
Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
THREE CROSS ARM CONFIGURATION                                                                THREE CROSS ARM CONFIGURATION                                                                

21
50

SP-50120H-3 17.75 10.75
A

22.50 22.00 2.50
(4) 2 x 7

(3) 16.5

3445

6 54 1170

120
422 SP-50110M-3 16.50 9.50 21.25 21.25 2.25 3273 110

23 SP-50100L-3 15.25 8.25 20.00 20.25 2.00 3098 100
24 55 SP-55120H-3 20.50 13.30

D & A
25.50 30.75

2.25 (8) 2 x 7

5034

120

3
25 60 SP-60120H-3 22.00 14.10 27.00 32.25 5540

426 65 SP-65120H-3 23.00 14.40 28.00 33.25 5858
27 70 SP-70120H-3 22.50 13.20

E & A

27.50 32.75
2.50

6263
28 75 SP-75120H-3 23.50 13.50 28.50 33.75

(10) 2 x 7
7025 2

29 80 SP-80120H-3 25.00 14.30 30.00 36.25 7842 4
30 85 SP-85120H-3 26.00 14.60 31.00 2.75 8538

# Item Shaft Base Plate Anchor Bolts Cross Arm Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.

*** Bolt Circle Plate Plate 
Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
THREE CROSS ARM CONFIGURATION                                                                THREE CROSS ARM CONFIGURATION                                                                

21
50

SP-50120H-3 17.75 10.75
A

22.50 22.00 2.50
(4) 2 x 7

(3) 16.5

3445

6 54 1170

120
422 SP-50110M-3 16.50 9.50 21.25 21.25 2.25 3273 110

23 SP-50100L-3 15.25 8.25 20.00 20.25 2.00 3098 100
24 55 SP-55120H-3 20.50 13.30

D & A
25.50 30.75

2.25 (8) 2 x 7

5034

120

3
25 60 SP-60120H-3 22.00 14.10 27.00 32.25 5540

426 65 SP-65120H-3 23.00 14.40 28.00 33.25 5858
27 70 SP-70120H-3 22.50 13.20

E & A

27.50 32.75
2.50

6263
28 75 SP-75120H-3 23.50 13.50 28.50 33.75

(10) 2 x 7
7025 2

29 80 SP-80120H-3 25.00 14.30 30.00 36.25 7842 4
30 85 SP-85120H-3 26.00 14.60 31.00 2.75 8538

Included Not included:
• Base Covers.
• Lighting fixtures.
• Nut Covers.

What’s Include in Each Pole Package

Nomenclature:
H: Heavy Duty
M: Medium Duty
L: Light Duty

• Round Taper Shaft.
• Base Plate.
• Step bolts and step clips.
• (4, 8 or 10) Anchor Bolts.
• (2) Templates.
• (1) Top Cover.
• (3) 16.5 ft Cross Arm for 6 Luminaries.
• (3) Mounting bracket.
• (12) Cross Arm hardware (Heavy hex bolt (HDG) Ø3/4"- 

10UNC x 2 1/2" LG. ASTM F3125 GR A325 TP 1 with one (1) 
heavy hex nuts/ two (2) flat washers)

• (4) Hand Hole (2" x 4", 3" x 5", 4" x 6" or 6" x 9"), as applicable.
• (4) J Hook 3/8" x 3 3/4" Std
• (2) Standard Grounding Tab 1" X 4".
• Jacking Nuts 1" (if applicable)
• Galvanized.

Paint: PSX 700 (PSG)
PER AGA SPECIFICATIONS SECTION 09900 
PREPARING HOT DIP GALV. SURFACES FOR 
PAINTING

Safety Climb (without harness), if applicable 
please request a quote.

Optional

*** Wall Thickness
(in.) Nom

0.1875 A
0.21875 B
0.2500 C
0.3125 D
0.3750 E
0.4375 F

Three Cross Arm Configuration
Sport Lighting   Round Taper
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# Item Shaft Base Plate Anchor Bolts Cross Arm Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.

*** Bolt Circle Plate Plate 
Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
FOUR CROSS ARM CONFIGURATION                                                                FOUR CROSS ARM CONFIGURATION                                                                

31
50

SP-50120H-4 20.00 13.00
A

25.00 23.75 2.50 (4) 2.25 x 7.5

(4) 16.5

4165

6 72 1560

120
232 SP-50110M-4 18.50 11.50 23.25 22.50 (4) 2 x 7 3856 110

33 SP-50100L-4 17.00 10.00 21.75 21.50 2.25 3635 100
34 55 SP-55120H-4 21.00 13.80

E & A
26.00 31.25

2.50

(8) 2 x 7 5744

120

3
35 60 SP-60120H-4 22.00 14.10 27.50 33.50

(8) 2.25 x 7.5
6496

236 65 SP-65120H-4 23.50 14.90 29.00 35.00 6900
37 70 SP-70120H-4 24.75 15.45 E & B 30.25 36.25 7724
38 75 SP-75120H-4 25.50 15.50 E & A 25.50 30.50 (10) 2 x 7 7649
39 80 SP-80120H-4 27.00 16.30 32.00 37.25 8694 1
40 85 SP-85120H-4 26.25 14.85 F & A 31.75 37.75 3.00 (10) 2.25 x 7.5 9901

# Item Shaft Base Plate Anchor Bolts Cross Arm Structural 
Weight

Design Properties Minimum Purchase

Item
Nom. Mntg. 

Height Catalog Number
Base O.D. Top O.D. Wall Thk.

*** Bolt Circle Plate Plate 
Thk. Dia x Lgth. Length Luminaries Wind 

Velocity Quantities

(ft.) (in.) (in.) (in.) (in.) (in.) (in.) (in.) (ft.) (lbs.) Qty. Max. EPA ( ft2) Max. Wght. (lbs) (mph) (Unit.)
FOUR CROSS ARM CONFIGURATION                                                                FOUR CROSS ARM CONFIGURATION                                                                

31
50

SP-50120H-4 20.00 13.00
A

25.00 23.75 2.50 (4) 2.25 x 7.5

(4) 16.5

4165

6 72 1560

120
232 SP-50110M-4 18.50 11.50 23.25 22.50 (4) 2 x 7 3856 110

33 SP-50100L-4 17.00 10.00 21.75 21.50 2.25 3635 100
34 55 SP-55120H-4 21.00 13.80

E & A
26.00 31.25

2.50

(8) 2 x 7 5744

120

3
35 60 SP-60120H-4 22.00 14.10 27.50 33.50

(8) 2.25 x 7.5
6496

236 65 SP-65120H-4 23.50 14.90 29.00 35.00 6900
37 70 SP-70120H-4 24.75 15.45 E & B 30.25 36.25 7724
38 75 SP-75120H-4 25.50 15.50 E & A 25.50 30.50 (10) 2 x 7 7649
39 80 SP-80120H-4 27.00 16.30 32.00 37.25 8694 1
40 85 SP-85120H-4 26.25 14.85 F & A 31.75 37.75 3.00 (10) 2.25 x 7.5 9901

Included Not included:
• Base Covers.
• Lighting fixtures.
• Nut Covers.

What’s Include in Each Pole Package

Nomenclature:
H: Heavy Duty
M: Medium Duty
L: Light Duty

• Round Taper Shaft.
• Base Plate.
• Step bolts and step clips.
• (4, 8 or 10) Anchor Bolts.
• (2) Templates.
• (1) Top Cover.
• (4) 16.5 ft Cross Arm for 6 Luminaries.
• (4) Mounting bracket.
• (16) Cross Arm hardware (Heavy hex bolt (HDG) Ø3/4"- 

10UNC x 2 1/2" LG. ASTM F3125 GR A325 TP 1 with one (1) 
heavy hex nuts/ two (2) flat washers)

• (5) Hand Hole (2" x 4", 3" x 5", 4" x 6" or 6" x 9"), as applicable.
• (5) J Hook 3/8" x 3 3/4" Std
• (2) Standard Grounding Tab 1" X 4".
• Jacking Nuts 1" (if applicable)
• Galvanized.

Paint: PSX 700 (PSG)
PER AGA SPECIFICATIONS SECTION 09900 
PREPARING HOT DIP GALV. SURFACES FOR 
PAINTING

Safety Climb (without harness), if applicable 
please request a quote.

Optional

*** Wall Thickness
(in.) Nom

0.1875 A
0.21875 B
0.2500 C
0.3125 D
0.3750 E
0.4375 F

Four Cross Arm Configuration
Sport Lighting   Round Taper
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Base Plate:
The base plate is fabricated from structural quality weldable hot-rolled 
carbon steel with a minimum yield strength of 50 ksi.

Sport Lighting Structures (Round Tapered and 16-Sided) 

The Sport Lighting Lighting Series consists of either round tapered or 16-sided tapered steel poles 
available in standard mounting heights from 50 to 120 feet. When standard configurations do not 
meet project requirements, poles can be custom designed to satisfy specific loading, height, and 
dimensional requirements.

Poles are designed in accordance with AASHTO requirements using the minimum specified yield 
strength of the material with an adequate factor of safety. The structures are designed to withstand 
the dead loads of the pole, luminaire assemblies, and accessories, as well as the applicable wind 
loads. Appropriate drag coefficients and height correction factors are applied during the structural 
analysis.

Pole Shaft:
Fabricated from structural quality, weldable hot-rolled carbon steel with 
a minimum yield strength of 65 ksi. Depending on the project 
requirements, the shaft may be manufactured as either a round tapered 
or a 16-sided tapered section with a constant taper of 0.14 in/ft. For 
mounting heights greater than 50 feet, multiple shaft sections are 
joined using slip joints with a minimum overlap equal to 1.5 times the 
female inside diameter.

Anchor Bolts:
The anchor bolts are fabricated from hot-rolled carbon steel bars with a 
minimum yield strength of 55 ksi. The threaded end is galvanized a 
minimum of 12” and each bolt is furnished with two flat washers and two 
hex nuts.

1 to 4 Cross Arms Series:

Step Bolts:
Step bolts are offered as a standard option and conform to ASTM A-394 
Type 1. They are 5/8” x 7” and are supplied with 2 heavy hex nuts.
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Handhole:
Reinforced handholes with required hardware are provided at both the 
base of the pole and one for each cross arm. Handhole size varies                  
(2" × 4", 3" × 5", 4" × 6" or 6" × 9") in accordance with the AASHTO 0.4 × D 
limitation and is located 15 inches above the base. 

The handhole includes a 1/2"-13 UNC nut for grounding purposes and is 
supplied with a handhole cover and all
required hardware..

Cross Arms:
These series are equipped with either 1 to 4 cross arms and the arm is a 
4”x7" unequal sided angle with 3/8" thickness, A572 GR65 with a 
mounting bracket made of 3/8 thickness steel plate (A572 GR65). Each 
arm is designed to support 6 luminaires.

Design Standards & Connection Details
• To obtain pricing, please request a quote.
• Structure weight includes Anchor Bolts and Templates weight.
• Freight for AB and templates can be arranged upon customer request.
• All quotes are based on FOB Houston, Texas.
• Cyclic loading considerations are not included.
• Design per HSE SAFI Structural Software, which complies with AASHTO LTS-15 LRFD (1st 

edition) specifications.
• Assembly and fabrication drawings developed in Solidworks 3D CAD software.
• PE / SE stamp available in all 50 states.
• * The first crossarm is mounted ¾ foot (0.75 ft) below the top of the pole. If additional 

crossarms are present, each subsequent crossarm is mounted 3 feet below the one 
above it.

14Roadway Lighting Catalog

Finishing: 
All steel components will be hot-dip galvanized in accordance with 
ASTM A 123. Painting is optional and may be applied if desired.



To complement our line of sports lighting poles, TAPP offers a 
comprehensive selection of high-performance accessories engineered
to ensure safe, efficient, and long-lasting installations. Each component 
integrates seamlessly with our steel pole systems, providing secure 
connections, structural integrity, and reliable support for demanding 
sports lighting applications.

Sport Lighting
Accessories



16Sport Lighting Catalog

Built to Perform

Beyond functionality, they help deliver dependable illumination that enhances player performance, 
spectator experience, and the overall safety of every venue.

Every accessory is the result of precise engineering and rigorous 
testing at our in-house metallurgical and quality control 
laboratories, ensuring consistent performance under the high 
wind loads, vibration, and environmental conditions common to 
athletic facilities.

Whether installed at community sports complexes, school 
athletic fields, or professional stadiums, these components 
simplify installation, reduce maintenance, and extend the service 
life of the entire lighting system.

Why Choose TAPP Accessories?

Seamless Integration
Engineered for perfect compatibility 
with all TAPP sports lighting pole 
systems.

Built to Last
Exceptional corrosion resistance and 
reinforced structural strength for 
demanding outdoor environments.

Easy Installation
Designed for efficient assembly and 
reduced maintenance throughout 
the system's lifespan.

Tested for Performance 
Steel quality verified through 
rigorous in-house testing under strict 
quality standards.

Engineered for Heavy Loads
Designed to support high-output luminaires and accessory equipment while maintaining 
long-term structural reliability.

01 02

03 04

05

This version is more specific to sports lighting by mentioning high wind loads, vibration, athletic 
facilities, player performance, and high-output luminaires, while preserving the style and tone of the 
original roadway lighting section.
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Finish:
All steel components will be hot-dip galvanized accordance with ASTM A123. Painting is optional and 
may be applied if desired.

Cage Platform
The cage platform is primarily fabricated from HSS members (A500 Grade B), steel plates (A36 and 
A572 Grade 65), and steel bar grating. The cage consists of horizontal arms, braces, diagonal and 
vertical members, kick plates, fixture mounting plates, end plates, mounting brackets, and stiffeners. 
All materials and components conform to the specified ASTM/AISI material designations.

Mounting Bracket: 
Mounting bracket made of 3/8 thickness steel plate (A572 GR65).

Fixture Loading:
Maximum EPA (Effective Projected Area) and weight values are based on luminaires as described 
below.

Catalog Number Description Qty Luminairie
Max. EPA / 

(every lum.) 
(ft2)

Max. Weight
(every lum.) 

(lbs)

Wind Velocy 
(MPH)

SD-CONLIGHT-CAGE Cage Platform 8 3.1 65 120



Angle Cross Arm
The angle cross arm is fabricated from ASTM A572 Grade 65 steel plates and consists of the main 
cross arm, mounting brackets, connection plates, stiffeners, and A325 bolted connections. The 
configuration is designed for a maximum wind speed of 120 mph and accommodates up to six 
lighting fixtures. All materials and components conform to the specified ASTM material 
designations. 

Mounting Bracket:
Made of 3/8 thickness steel plate (A572 GR65).

Finish:
All steel components will be hot-dip galvanized accordance with ASTM A123. Painting is optional and 
may be applied if desired.
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Catalog Number Description Qty 
Luminairie

Max. EPA / 
(every lum.) 

(ft2)

Max. Weight
(every lum.) 

(lbs)

Wind Velocy 
(MPH)

SDCONLIGHT-ACA2 5.67 FT 2 Luminairies 2

3.1 65 120
SDCONLIGHT-ACA3 8.67 FT 3 Luminairies 3
SDCONLIGHT-ACA4 11.67 FT 4 Luminairies 4
SDCONLIGHT-ACA5 14.67 FT 5 Luminairies 5
SDCONLIGHT-ACA6 17.67 FT 6 Luminairies 6



Finish:
All steel components will be hot-dip galvanized accordance with ASTM A123. Painting is optional and 
may be applied if desired.

Tubular Cross Arm
The tubular pipe cross arm is fabricated from ASTM A500 Grade B steel pipe, with ASTM A572 Grade 
65 steel plates and stiffeners for the mounting and connection assemblies. The cross arm consists of 
a tubular pipe member, mounting brackets, connection plates, supporting points, and A325 bolted 
connections. The configuration is designed for a maximum wind speed of 120 mph and 
accommodates up to six lighting fixtures. All materials and components conform to the specified 
ASTM material designations.

Mounting Bracket: 
mounting bracket made of 3/8 thickness steel plate (A572 GR65).

Catalog Number Description Qty 
Luminairie

Max. EPA / 
(every lum.) 

(ft2)

Max. Weight
(every lum.) 

(lbs)
Wind Velocy 

(MPH)

SDCONLIGHT-TCA2 5.67 FT 2 Luminairies 2

3.1 65 120
SDCONLIGHT-TCA3 8.67 FT 3 Luminairies 3
SDCONLIGHT-TCA4 11.67 FT 4 Luminairies 4
SDCONLIGHT-TCA5 14.67 FT 5 Luminairies 5
SDCONLIGHT-TCA6 17.67 FT 6 Luminairies 6
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At TAPP, we understand that every sports venue has unique lighting and structural 
requirements. Our steel pole solutions are engineered to provide the strength, stability, and 
durability needed to support high-performance lighting systems across a wide range of 
athletic applications.

From community fields and recreational facilities to large-scale sports venues, our structures 
are designed to support reliable illumination while meeting the demands of each project. 
With decades of manufacturing and engineering experience, TAPP combines quality 
materials, precision fabrication, and dependable performance to deliver solutions built for 
long-term service.

ENGINEERED
TO SUPPORT EVERY GAME



TERMS & CONDITIONS

Warranty
TransAmerican Power Products Inc. (“TAPP”) warrants that materials it manufactures and supplies are 
free from defects in material and workmanship at the time of shipment. This warranty is limited to 
repair or replacement of defective materials and expires one (1) year from the delivery date. 

The warranty does not cover damage resulting from misuse, neglect, alteration, accidents, improper 
installation, or conditions occurring after shipment, including during storage or installation. 
No other warranties, guarantees, or representations are made beyond those expressly stated herein. 

Engineering
The customer is responsible for the use and approval of all drawings and calculations. Designs are 
based on site-specific data provided by the customer. 

TAPP is not liable for errors or changes made after design approval. The customer must consult a 
licensed engineer for any modifications and agrees to hold TAPP harmless from resulting claims or 
damages. 

Inspection
Customers must report workmanship issues to the TAPP Project Manager within 24 hours of delivery 
and before installation, including photos and a description. TAPP is not liable for downtime during 
remedy discussions, including galvanization concerns. After installation, TAPP’s ability to advise on 
galvanization is limited. Any required inspections or certifications must be requested during the 
quoting stage. 

Photography
TAPP reserves the right to photograph completed installations for use in company literature, 
promotional materials, and advertising. Customer-provided installation photos are appreciated. 

Notes 
TAPP reserves the right to correct typographical errors. Any matters addressed in these terms will 
follow standard industry practices. 

TAPP’s liability is limited to the purchase price of the order. TAPP and its agents are not responsible for 
any indirect, incidental, or consequential damages, including labor, installation, replacement costs, 
lost profits, penalties, or other related expenses arising from the condition or performance of its 
products or services. 
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SPECIAL NOTES:
         
• Final local tax amount will be calculated and added to the invoice.     

   
• Due to fluctuations in steel prices, galvanizing, and freight costs, our quotations are subject to 

change prior to purchase order acceptance.
        
 
DISCLAIMER
Product photos and conceptual renderings are for illustrative and reference purposes only. Actual 
products, installations, environments, features, and specifications may vary.     
    
          
For questions related to this catalog or pricing, please contact the quoting department:
         
E-mail: ShaftRFQ@tappinc.com       
Phone: +1 (832) 552-1046        

Visit Us at Our Corporate Headquarters
25700 I-45 Suite 315, Spring, TX 77386



Certifications & Industry Standards

HIGH - QUALITY STEEL POLES 
ENGINEERED FOR EXCELLENCE

Global Sourcing, Strength in Diversity 
Custom Steel Pole Solutions


